
  

OWNER'S  MANUAL

AIR  CONDITIONER
REMOTE CONTROLLER ILLUSTRATION

Thank you very  much for purchasing  our air conditioner .
Please read this  owner's manual carefully  before using
your air conditioner .

ОПИСАНИЕ ПУЛЬТА ДИСТАНЦИОННОГО УПРАВЛЕНИЯ

ДЛЯ КОНДИЦИОНЕРА

Благодарим вас за приобретение нашего кондиционера. Перед включением 
кондиционера внимательно изучите настоящее Руководство.

ОПИСАНИЕ ПУЛЬТА ДИСТАНЦИОННОГО УПРАВЛЕНИЯ

РУКОВОДСТВО ПО ЭКСПЛУАТАЦИИ

ПУЛЬТ ДИСТАНЦИОННОГО УПРАВЛЕНИЯ

Модель: 
    ADI/ADO - 26HPR1    

                                                ADI/ADO - 35HPR1
                                                                                           ADI/ADO - 54HPR1 
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CONTENTS
Keep the remote controller where its
signals can reach the receiver of the
indoor unit. (a distance of 8m is allowed).
When you select the timer operation, the
remote controller automatically transmits
a signal to the indoor unit at the specified
time.
If you keep the remote controller in a
position that hinders proper signal
transmission, a time lag of up to 15 
minutes may occur.

Location of the remote controller.

8m

CAUTIONS

The air conditioner will not operate if curtains, doors or other 
materials block the signals from the remote controller to the indoor 
unit.
Prevent any liquid from falling into the remote controller. Do not 
expose the remote controller to direct sunlight or heat.
If the infrared signal receiver on the indoor unit is exposed to direct 
sunlight, the air conditioner may not function properly. Use curtains 
to prevent the sunlight from falling on the receiver.
If other electrical appliances react to the remote controller. either 
move these appliances or consult your local dealer.

The remote controller uses two 
alkaline dry batteries (R03/LR03X2)
(1) Slide the cover of the battery
     compartment off according to the
     arrow direction, then replace the 
     old batteries with new ones.
 (2) Insert the new batteries making
      sure that the(+) and (-) of battery
      are installed correctly.
(3) Reattach the cover by sliding it 
      back into position.

NOTE: Do not use old batteries or 
different type batteries or rechargeable
batteries, otherwise it may cause the 
remote controller malfunction.
  

Replacing batteries

.

Handling the remote controller
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Кондиционер не сможет работать, если передаче сигнала от пульта ДУ 
к внутреннему блоку мешают шторы, двери или другие препятствия.
Не допускайте попадания любой жидкости внутрь пульта ДУ. Берегите 
пульт ДУ от воздействия прямого солнечного света или тепла.
Возможна неисправность кондиционера, если на инфракрасный 
приемник сигнала на внутреннем блоке попадет прямой солнечный 
свет. Чтобы этого не допустить, закройте шторы.
Если на сигналы пульта ДУ реагируют другие электроприборы, то 
передвиньте их или обратитесь к продавцу.

СОДЕРЖАНИЕ
Уход за пультом ДУ3..........................................................1

Технические характеристики ДУ......................................2

Функции ДУ..........................................................................2

Кнопки пульта ДУ................................................................2

Индикаторы на экране...................................................... 5

Автоматический режим.....................................................6

Режимы COOL/HEAT/HEALTH...........................................7

Режим осушения.................................................................7

Работа с таймером.............................................................8

Экономичный режим....................................................... 11

Кнопки Reset и Lock........................................................ 12

Кнопка AIR DIRECTION.................................................... 12

Осторожно.........................................................................13

Рабочее положение пульта ДУ

Держать пульт ДУ так, чтобы его 
сигнал попал на приемник внутреннего 
блока  (на расстоянии до 8 метров).
Если включен таймер, то пульт ДУ 
автоматически передаст сигнал на 
внутренний блок в заданное время.
Если что-то мешает нормальной 
передаче сигнала, возможна задержка 
с включением до 15 минут.

ОСТОРОЖНООСТОРОЖНО

УХОД ЗА ПУЛЬТОМ ДУ

Смена батарей
В пульте ДУ используются две сухие 
щелочные батареи (R03/LR03X2).
(1) Снять крышку отделения для  
 батарей, сдвинув ее по стрелке,  
 затем заменить старые батареи  
 новыми.
(2) Вставить новые батареи в  
 соответствии с указателями  
(+) и (-).
(3) Задвинуть крышку на место.

ПРИМЕЧАНИЕ: Не устанавливайте 
старые батареи, батареи разных 
видов или заряжаемые батареи – 
это может привести к неисправности 
пульта.



Технические характеристики ДУ

3,0 В (сухие щелочные батареи R03/LR03x2)

2,0 В

8 м (при напряжении 3.0 В - 11 м)
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2. To set the STOPPING time.

Model R71A/E

Environment
Temperature Range

Reaching Distance

Lowest Voltage of CPU

Emitting Signal

Rated Voltage

-5 C 60 C

8m (when using 3.0 voltage, it Gets 11m)

3.0V

2.0V

~

Remote Controller Specifications

Performance Features

Introduction of Function Buttons on the Remote Controller

1. Operating Mode: COOL HEAT DRY FAN only and AUTO .

2. Timer Setting Function in 24 hours.

3. Indoor Setting Temperature Range : 17 C~30 C.

4. LCD (Liquid Crystal Display) of functions.

On/Off

Fan

Swing

Air Direction

Timer On

Timer Off

Mode

Hr.

ON TIMER

Hr.

Off TIMER

SET TEMP

Auto

2

9

8

7

6

5

4

3

10

2.3 After setting the Timer off ,there will be a one-half second

delay before the remote controller transmits the signal to

the air conditioner.

2.2 Push the button again to set the time you want to

stop the operation.

Timer off

2.1 Push the button and the remote controller will

show , the last set time for the stopping operation

and the signal "Hr" will be shown on the Timer display area.

You are now ready to reset the time of the STOP operation.

Timer off

OFF TIMER

3. Set the starting & stopping time

3.1 Push the button, the remote controller will show

, the last set time for START operation and

the signal "Hr" will be shown on the Timer display area. You

are now ready to readjust the to start the operation.

3.2 Push the button again to set the time you want to

start the operation.

3.3 Push the button, the remote controller will show

, the last set time for STOP operation and

the signal "Hr" will be shown on the Timer display area. You

are now ready to reset the time to STOP operation.

3.4 Push the button again to set the time you want to

stop the operation.

3.5 After setting the TIMER, there will be a one-half second delay

before the remote controller transmits the signal to the Air

Conditioner.

If the same time is set for both START and STOPPING settings, the

stopping time will automatically increase 0.5hr(the set time displays

less than 10Hr) or one hour (the set time displays 10Hr or more).

To change the Timer on/off time, just press the corresponding

TIMER button and reset the time.

Timer on

ON TIMER

Timer on

Timer on

Timer off

OFF TIMER

Timer off

The setting time is relative time. That is the time set is based

on the delay of the current time.

NOTE

Sleep/Turbo

Fig. 1

Turbo

Модель

Номинальное напряжение

Минимальное напряжение ЦПУ  
при генерировании сигнала

расстояние передачи

Температура окружающей  
среды

Функции  ДУ

1. Режим работы: COOL (охлаждение), HEAT (отопление; нет в моделях,  
 где только охлаждение), DRY (осушение), HEALTH и AUTO.
2. Настройка таймера на 24 часа.
3. Поддержание температуры в помещении от 17 ºC до 30 ºC.
4. Полнофункциональный жидкокристаллический экран.

Кнопки пульта ДУ
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Кнопка TEMP    : Эта кнопка снижает установленную для помещения 
температуру до 17 ºС с интервалом в 1 ºС. 
Кнопка TEMP    : Эта кнопка повышает установленную для помещения 
температуру до 30 ºC с интервалом в 1 ºC. 
Кнопка Mode: При каждом нажатии этой кнопки режим работы 
переключается по направлению стрелки: AUTO COOL DRY HEAT HEALTH

 
 
ПРИМЕЧАНИЕ: Режим HEAT (отопление) есть только у моделей с 
обратным циклом.

Кнопка SWING: Чтобы немного изменить направление потока воздуха 
через горизонтальную решетку, нужно быстро нажать эту кнопку один раз. 
С каждым нажатием кнопки угол наклона изменяется на 6º. Если нажать 
кнопку и держать ее нажатой 2 секунды, горизонтальная решетка начнет 
качаться автоматически. Повторное нажатие останавливает движение. 
Если угол изменится настолько, что положение жалюзи будет уменьшать 
охлаждающее или нагревающее действие кондиционера, то направление 
движения жалюзи изменится (вверх или вниз). 
Кнопка CLEAN AIR (у некоторых моделей): При нажатии этой кнопки 
включается ионизатор и удаляет из воздуха грязь и пыльцу. 
Кнопка SELF CLEAN (AUTO CLEAN): Нажатием этой кнопки в режиме 
COOL или DRY включается функция самоочистки. Повторным нажатием 
выключается и эта функция, и кондиционер. 
Кнопка FOLLOW ME (у некоторых моделей): Включение функции Follow 
Me: пульт ДУ регистрирует фактическую температуру в том месте, где 
он находится. Пока включена эта функция, пульт ДУ каждые три минуты 
отправляет показания температуры на кондиционер. Если сигнал не 
поступает на кондиционер в течение 7 минут, внутренний блок подаст 
звуковой сигнал, сообщая о выключении функции Follow Me. 
Кнопка RESET: При нажатии кнопки RESET происходит сброс всех 
текущих настроек и восстанавливаются первоначальные настройки 
системы. 
Кнопка ON/OFF: Кнопка включения кондиционера. Повторное нажатие 
выключает кондиционер. 
Кнопка FAN SPEED: Переключает частоту вращения вентилятора в 
последовательности: AUTO, LOW, MED и HIGH. Скорость переключается 
при каждом нажатии кнопки.

TEMPButton:Pushthisbuttontodecreasetheindoor

temperaturesetting.

RESETButton:WhenyoupresstherecessedRESETbutton,

allcurrentsettingsarecancelledandthecontrolwillreturnto

theinitialsettings.

SLEEPButton:PressthisbuttontogointotheEnergy-Saving

operationmode.Pressitagaintocancel.Thisfunctionisonly

canbeusedonCOOL,HEATandAUTOmodeandmaintainthe

mostcomfortabletemperatureforyou.

2

NOTE:COOLonlymodelhasnoHEATfeature. !

1

6

ON/OFFButton:Pushthisbuttontostartoperation,pushthe

buttonagaintostopoperation.

9

TEMPButton:Pushthisbuttontoincreasetheindoor

temperaturesetting.

2

AIRDIRECTIONButton:Pressthisbuttontochangetheswing

angleofthelouver.Theswingangleofthelouveris6for

eachpress.Whenthelouverswingatacertainanglewhich

wouldaffectthecoolingandheatingeffectoftheairconditioner,

itwouldautomaticallychangetheswingdirection.Nosymbol

willappearinthedisplayareawhenpressthisbutton.(Not

applicabletounitswithoutthisfunction).

o

MODESelectionButton:Eachtimethebuttonispressed,the

operationmodeisshiftedinthedirectionofthearrow:

AUTOCOOLDRYHEATFAN

3

FANSPEEDButton:UsedtoselecttheFanSpeedinfoursteps-

AUTOLOWMEDorHIGH.Eachtimethebuttonispressed,

thefanspeedmodeisshifted.

8

TIMERONButton:Pressthisbuttontoinitiatetheauto-ontime

sequence.Eachpresswillincreasetheauto-timedsettingin30

minutesincrements.Whenthesettingtimedisplays10:00,each

presswillincreasetheauto-timedsetting60minutesincrements.

Tocanceltheauto-timedprogram,simplyadjusttheauto-ontime

to0:00.

10

11

4

5

NOTE:WhiletheunitisrunningunderSLEEPoperation

mode,itwouldbecanceledifyoupresstheotherbutton.

!
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Model

TransmissionDistance

LowestVoltageofCPU

EmittingSignal

RatedVoltage

R51M/(C)E,R51M/BG(C)E,RG51M2/(C)E,
RG51A/(C)E,RG51M3/(C)E.

-5C60C

8m(whenusing3.0voltage,

itGets11m)

3.0V(AlkalinedrybatteriesLR032)

2.0V

~

RemoteControllerSpecification

PerformanceFeatures

FeaturesoftheRemotecontrollerbuttons

1.OperatingMode:AUTOCOOLDRY

HEAT(Coolingonlymodelwithout)andFAN.

2.TimerSettingFunctionin24hours.

3.IndoorSettingTemperatureRange:17C~30C.

4.FullfunctionofLCD(LiquidCrystalDisplay)

5.Backlightemitting(onlyavailableforR51M/BG(C)Emodels)

Fig.1
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Environment

SETTEMPERATURE

SWING

LED
DISPLAYTURBO

SWINGButton:Pushthisswitchbuttontoactivateauto

swingfeatureofthehorizontallouver.Pushitagaintostop.

LEDDISPLAYButton:Pressthisbuttontoclearthedigit

displayintheairconditioner,pressitagaintoactivateit(Not

availablefortheunitswithoutLEDdisplaywindow).

7

*

*

*

*
*

*

**

NOTE:
:Indicatesoptional

button.

ModelsRG51M2/(C)E:
without14and15
buttons.

ModelsRG51M3/(C)E:
without7,14and
15buttons.

ModelsR51M/(C)E
andR51M/BG(C)E:
without15button.

CLEAN
AIR

15*

*

TEMP Button : Push this button to decrease the indoor

temperature setting.

RESET Button: When you press the recessed RESET button,

all current settings are cancelled and the control will return to

the initial settings.

SLEEP Button: Press this button to go into the Energy-Saving

operation mode. Press it again to cancel. This function is only

can be used on COOL, HEAT and AUTO mode and maintain the

most comfortable temperature for you.

2

NOTE: COOL only model has no HEAT feature.!

1

6

ON/OFF Button: Push this button to start operation, push the

button again to stop operation.

9

TEMP Button : Push this button to increase the indoor

temperature setting .

2

AIR DIRECTION Button: Press this button to change the swing

angle of the louver. The swing angle of the louver is 6 for

each press. When the louver swing at a certain angle which

would affect the cooling and heating effect of the air conditioner,

it would automatically change the swing direction . No symbol

will appear in the display area when press this button. (Not

applicable to units without this function).

o

MODE Selection Button: Each time the button is pressed, the

operation mode is shifted in the direction of the arrow:

AUTO COOL DRY HEAT FAN

3

FAN SPEED Button: Used to select the Fan Speed in four steps-

AUTO LOW MED or HIGH. Each time the button is pressed,

the fan speed mode is shifted.

8

TIMER ON Button: Press this button to initiate the auto-on time

sequence. Each press will increase the auto-timed setting in 30

minutes increments. When the setting time displays 10:00, each

press will increase the auto-timed setting 60 minutes increments.

To cancel the auto-timed program, simply adjust the auto-on time

to 0:00.

10

11

4

5

NOTE: While the unit is running under SLEEP operation

mode, it would be canceled if you press the other button.

!

1

Model

Transmission Distance

Lowest Voltage of CPU

Emitting Signal

Rated Voltage

R51M/(C)E, R51M/BG(C)E, RG51M2/(C)E,
RG51A/(C)E, RG51M3/(C)E.

-5 C 60 C

8m (when using 3.0 voltage,

it Gets 11m)

3.0V(Alkaline dry batteries LR03 2)

2.0V

~

Remote Controller Specification

Performance Features

Features of the Remote controller buttons

1. Operating Mode: AUTO COOL DRY

HEAT(Cooling only model without) and FAN .

2. Timer Setting Function in 24 hours.

3. Indoor Setting Temperature Range : 17 C~30 C.

4. Full function of LCD (Liquid Crystal Display)

5. Back light emitting(only available for R51M/BG(C)E models)

Fig. 1
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SWING

LED
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SWING Button: Push this switch button to activate auto

swing feature of the horizontal louver. Push it again to stop.

LED DISPLAY Button: Press this button to clear the digit

display in the air conditioner, press it again to activate it (Not

available for the units without LED display window).

7

*

*

*

*
*

*

* *

NOTE:
: Indicates optional

button.

M odels RG51M2/(C)E:
without 14 and 15
buttons.

Models RG51M3/(C)E:
without 7 , 14 and
15 buttons.

Models R51M/(C)E
and R51M/BG(C)E:
without 15 button.

CLEAN
AIR

15*

*

TEMP Button : Push this button to decrease the indoor

temperature setting.

RESET Button: When you press the recessed RESET button,

all current settings are cancelled and the control will return to

the initial settings.

SLEEP Button: Press this button to go into the Energy-Saving

operation mode. Press it again to cancel. This function is only

can be used on COOL, HEAT and AUTO mode and maintain the

most comfortable temperature for you.

2

NOTE: COOL only model has no HEAT feature.!

1

6

ON/OFF Button: Push this button to start operation, push the

button again to stop operation.

9

TEMP Button : Push this button to increase the indoor

temperature setting .

2

AIR DIRECTION Button: Press this button to change the swing

angle of the louver. The swing angle of the louver is 6 for

each press. When the louver swing at a certain angle which

would affect the cooling and heating effect of the air conditioner,

it would automatically change the swing direction . No symbol

will appear in the display area when press this button. (Not

applicable to units without this function).

o

MODE Selection Button: Each time the button is pressed, the

operation mode is shifted in the direction of the arrow:

AUTO COOL DRY HEAT FAN

3

FAN SPEED Button: Used to select the Fan Speed in four steps-

AUTO LOW MED or HIGH. Each time the button is pressed,

the fan speed mode is shifted.

8

TIMER ON Button: Press this button to initiate the auto-on time

sequence. Each press will increase the auto-timed setting in 30

minutes increments. When the setting time displays 10:00, each

press will increase the auto-timed setting 60 minutes increments.

To cancel the auto-timed program, simply adjust the auto-on time

to 0:00.

10

11

4

5

NOTE: While the unit is running under SLEEP operation

mode, it would be canceled if you press the other button.

!
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Model

Transmission Distance

Lowest Voltage of CPU

Emitting Signal

Rated Voltage

R51M/(C)E, R51M/BG(C)E, RG51M2/(C)E,
RG51A/(C)E, RG51M3/(C)E.

-5 C 60 C

8m (when using 3.0 voltage,

it Gets 11m)

3.0V(Alkaline dry batteries LR03 2)

2.0V
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Remote Controller Specification

Performance Features

Features of the Remote controller buttons

1. Operating Mode: AUTO COOL DRY

HEAT(Cooling only model without) and FAN .

2. Timer Setting Function in 24 hours.

3. Indoor Setting Temperature Range : 17 C~30 C.

4. Full function of LCD (Liquid Crystal Display)

5. Back light emitting(only available for R51M/BG(C)E models)

Fig. 1
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SET TEMPERATURE

SWING

LED
DISPLAY TURBO

SWING Button: Push this switch button to activate auto

swing feature of the horizontal louver. Push it again to stop.

LED DISPLAY Button: Press this button to clear the digit

display in the air conditioner, press it again to activate it (Not

available for the units without LED display window).

7

*

*

*

*
*

*

* *

NOTE:
: Indicates optional

button.

M odels RG51M2/(C)E:
without 14 and 15
buttons.

Models RG51M3/(C)E:
without 7 , 14 and
15 buttons.

Models R51M/(C)E
and R51M/BG(C)E:
without 15 button.

CLEAN
AIR

15*

*



TIMER OFF Button: Press this button to activate the Auto-off time 

setting. Each press will increase the time setting in 30 minutes 

increments if the setting time is lower than 10 hours. When the 

setting time reaches 10h, each press will increase the time setting 

1 hour in increments. To cancel the Auto-off time setting, just press 

the button until the time setting is 0.0.

LED DISPLAY Button: Press this button to clear the display on 

the indoor unit, press it again to light the display .

LOCK Button: Press this recessed button to lock all current 

settings, and the remote controller will not accept any operation 

except that of the LOCK. Use the LOCK mode when you want to 

prevent settings from being changed accidentally. Press the LOCK 

button again to cancel the LOCK function. A lock symbol will appear 

on the remote controller display when the lock function is activated.
TURBO Button: Push this button to activate the Turbo function in 

which the air conditioner will go into powerful heating (in HEAT 

mode) or cooling (in COOL mode) operation. Push again to cancel 

the Turbo function.  

Note: The unit system will automatically revert back to the 

          previous settings after continue operating under powerful 

          cooling mode for about half an hour.

13

16

14

15

Indicators on Display Panel

TIMER ON OFF

SET TEMPERATURE

Transmission Indicator

Temp./Timer  display

Fan speed display

Mode display

ON/OFF display

This transmission indicator will light 

when remote controller transmits 

signals to the indoor unit.

Displays the current selected mode. 

Including AUTO, COOL, DRY, HEAT 

(reverse cycle models only) and 

HEALTH.

oThe temperature setting (from 17 C 
oto 30 C) or timer setting (0~24h) will 

be displayed. If HEALTH mode is 

selected, there will be no display.

This indicator will be displayed when

 the unit is operating.

Displays the selected fan speed: 

AUTO, HIGH, MED and LOW. 

Nothing displays when the fan speed 

is selected in AUTO speed. When 

AUTO or DRY Mode is selected, there

 will be no signals displayed.

This display area shows the settings 

of the TIMER. That is, if only the 

Auto-on time function is set, it will 

display TIMER ON. If only the Auto-off 

time function is set, it will display 

TIMER OFF. If both functions are 

set, it will display TIMER ON OFF 

which indicates you have chosen both 

the Auto-on time and Auto-off time.

LOCK display is displayed when 

pushing the LOCK  button. Push the 

LOCK button to clear display.

4 5

Mode display(HEALTH mode)

FOLLOW ME display
When pressing FOLLOW ME button 

in COOL or HEAT mode, the remote 

sensing function is activated and this 

indicator displays. 

TIMER display

LOCK Indicator

11 TIMER ON Button: Press this button to activate the Auto-on time 

setting. Each press will increase the time setting in 30 minutes 

increments if the setting time is lower than 10 hours. When the 

setting time reaches 10h, each press will increase the time setting 

1 hour in increments. To cancel the Auto-on time setting, just 

press the button until the time setting is 0.0.

NOTE: While the unit is running under SLEEP mode, it would

            be cancelled if any other buttons are pressed.

SLEEP Button: Press this button to activate the Energy-Saving 

mode. Press again to stop the function. This function is available 

on COOL, HEAT or AUTO mode only and maintain the most 

comfortable temperature for you.
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11

12

13

14

15

16

Кнопка TIMER ON: Эта кнопка включает режим автоматического 
включения по таймеру. Пока настраиваемое время меньше 10 часов, 
с каждым нажатием кнопки настройка таймера будет увеличиваться 
на 30 минут. Когда настраиваемое время дойдет до 10 часов, с 
каждым нажатием кнопки настройка таймера будет увеличиваться на 
1 час. Чтобы выключить режим автоматического включения, нужно 
установить время включения 0.0. 
Кнопка SLEEP: Кнопка переключения в экономичный режим 
работы. Повторное нажатие выключает эту функцию. Функция 
SLEEP используется только в режимах COOL, HEAT и AUTO для 
поддержания наиболее комфортной для вас температуры.

ПРИМЕЧАНИЕ: Когда система работает в экономичном 
режиме, нажатие любой другой кнопки выводит ее из этого 
режима.

Кнопка TIMER OFF: Включает режим автоматического выключения 
по таймеру. Пока настраиваемое время меньше 10 часов, с каждым 
нажатием кнопки настройка таймера будет увеличиваться на 30 
минут. Когда настраиваемое время дойдет до 10 часов, с каждым 
нажатием кнопки настройка таймера будет увеличиваться на 1 
час. Чтобы выключить режим автоматического выключения, нужно 
установить время включения 0.0.

Кнопка LOCK: При нажатии углубленной кнопки LOCK фиксируются 
все текущие настройки, и пульт ДУ не реагирует на любые команды, 
кроме нажатия кнопки LOCK. Этот режим удобен для защиты от 
случайного изменения настроек. Повторное нажатие кнопки LOCK 
выключает «замок». Когда включен «замок», на экране пульта ДУ 
появляется соответствующий индикатор. 
Кнопка TURBO: Увеличивает мощность нагрева (в режиме HEAT) 
или охлаждения (в режиме COOL). Повторное нажатие выключает 
режим TURBO.  
 Примечание: Режим TURBO автоматически выключается  
 через полчаса непрерывной работы.

Кнопка LED DISPLAY: Выключает цифровой экран кондиционера. 
Повторное нажатие включает цифровой экран.

TEMP Button : Push this button to decrease the indoor

temperature setting.

RESET Button: When you press the recessed RESET button,

all current settings are cancelled and the control will return to

the initial settings.

SLEEP Button: Press this button to go into the Energy-Saving

operation mode. Press it again to cancel. This function is only

can be used on COOL, HEAT and AUTO mode and maintain the

most comfortable temperature for you.

2

NOTE: COOL only model has no HEAT feature.!

1

6

ON/OFF Button: Push this button to start operation, push the

button again to stop operation.

9

TEMP Button : Push this button to increase the indoor

temperature setting .

2

AIR DIRECTION Button: Press this button to change the swing

angle of the louver. The swing angle of the louver is 6 for

each press. When the louver swing at a certain angle which

would affect the cooling and heating effect of the air conditioner,

it would automatically change the swing direction . No symbol

will appear in the display area when press this button. (Not

applicable to units without this function).

o

MODE Selection Button: Each time the button is pressed, the

operation mode is shifted in the direction of the arrow:

AUTO COOL DRY HEAT FAN

3

FAN SPEED Button: Used to select the Fan Speed in four steps-

AUTO LOW MED or HIGH. Each time the button is pressed,

the fan speed mode is shifted.

8

TIMER ON Button: Press this button to initiate the auto-on time

sequence. Each press will increase the auto-timed setting in 30

minutes increments. When the setting time displays 10:00, each

press will increase the auto-timed setting 60 minutes increments.

To cancel the auto-timed program, simply adjust the auto-on time

to 0:00.

10

11

4

5

NOTE: While the unit is running under SLEEP operation

mode, it would be canceled if you press the other button.

!

1

Model

Transmission Distance

Lowest Voltage of CPU

Emitting Signal

Rated Voltage

R51M/(C)E, R51M/BG(C)E, RG51M2/(C)E,
RG51A/(C)E, RG51M3/(C)E.

-5 C 60 C

8m (when using 3.0 voltage,

it Gets 11m)

3.0V(Alkaline dry batteries LR03 2)

2.0V

~

Remote Controller Specification

Performance Features

Features of the Remote controller buttons

1. Operating Mode: AUTO COOL DRY

HEAT(Cooling only model without) and FAN .

2. Timer Setting Function in 24 hours.

3. Indoor Setting Temperature Range : 17 C~30 C.

4. Full function of LCD (Liquid Crystal Display)

5. Back light emitting(only available for R51M/BG(C)E models)

Fig. 1
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Environment

SET TEMPERATURE

SWING

LED
DISPLAY TURBO

SWING Button: Push this switch button to activate auto

swing feature of the horizontal louver. Push it again to stop.

LED DISPLAY Button: Press this button to clear the digit

display in the air conditioner, press it again to activate it (Not

available for the units without LED display window).
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*
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*

* *

NOTE:
: Indicates optional

button.

M odels RG51M2/(C)E:
without 14 and 15
buttons.

Models RG51M3/(C)E:
without 7 , 14 and
15 buttons.

Models R51M/(C)E
and R51M/BG(C)E:
without 15 button.

CLEAN
AIR

15*

*

Индикаторы на экране
Индикатор режима
Показывает текущий режим работы: 
AUTO, COOL, DRY, HEAT (только 
у моделей с обратным циклом) и 
HEALTH.
Индикатор передачи
Этот индикатор загорается, когда 
пульт ДУ передает сигналы на 
внутренний блок.
Температура / Таймер
Показывает заданную температуру 
(от 17 °C до 30 °C) или настройки 
таймера (0~24 часа). В режиме 
HEALTH экран не включается.
Индикатор ВКЛ/ВЫКЛ
Индикатор появляется при 
включении кондиционера.
Индикатор режима HEALTH

Индикатор скорости вентилятора
Показывает выбранную скорость 
вентилятора: AUTO, HIGH, MED и LOW. 
Если установлена скорость AUTO, 
индикатор не горит. Индикатор не горит 
в режимах работы AUTO и DRY.

Индикатор FOLLOW ME
При нажатии кнопки FOLLOW ME в 
режиме COOL или HEAT включается 
датчик температуры и появляется этот 
индикатор.

Экран таймера
В этой области показаны настройки 
таймера. То есть, если включена 
только функция включения по 
таймеру, горит индикатор TIMER 
ON. Если включена только функция 
выключения по таймеру, горит 
индикатор TIMER OFF. Если включены 
обе функции, горит индикатор TIMER 
ON OFF, показывая, что установлены 
и время включения, и время 
выключения.
Индикатор «замок»
Символ «замок» появляется при 
нажатии кнопки LOCK. Повторное 
нажатие кнопки LOCK очищает экран.



AUTO operation

Ensure the unit is plugged in and power 
is  available. The OPERATION indicator 
on the display window  of the indoor unit 
illuminates.
1. Mode select button (MODE)
    Press to select  AUTO.
2. Temperature button (TEMP)
    Set the desired temperature. Normally,

o o    set it between 21 C and 28 C.
3. ON/OFF button
    Press the ON/OFF button to start 
    the air conditioner.
    

ON/OFF button
Push this button again to stop the air 
conditioner.
If the AUTO mode is uncomfortable, you
can select the desired conditions manually.
When you select the AUTO mode, you 
do not have to set the fan speed. The 
fan speed will be automatically controlled.

When you set the air conditioner in AUTO
mode, it will automatically select cooling,
heating (Reverse cycle models only), 
or health operation depending on what 
temperature you have selected and the 
room temperature.
Once you select the operating mode,
 the operating conditions are saved in 
the unit's microcomputer memory.
Thereafter, the air conditioner will start
operating under the same conditions 
when you simply push the ON/OFF 
button of the remote controller.

Start

Stop

2

1

3

DRY OPERATION

Ensure unit is plugged and power is available.

1. Mode select button (MODE)

    Press to select COOL, HEAT (Reverse 

    cycle models only), or HEALTH mode. 

2. Temperature button (TEMP)

    Set the desired temperature, the most 
o    comfortable temperature is between 21 C 

o    and 28 C.

3. Fan speed button (FAN SPEED)

    Press to select  "AUTO", "LOW", "MED" 

    and  "HIGH".

4. ON/OFF button

    Press the ON/OFF button to start the air 

    conditioner. The OPERATION indicator 

    on the display panel of the indoor unit 

    illuminates. The operating mode is selected

    in accordance with the room temperature 

    and operation starts after approximately 3 

    minutes (If you select HEALTH mode, the 

    unit will start immediately).

ON/OFF button

Push this button again to stop the air 

conditioner.

Ensure unit is plugged and power is available.

The OPERATION indicator on the display 

panel of the indoor unit starts flashing.

1. Mode select button (MODE)

    Press to select DRY.

2. Temperature button (TEMP)

    Push the "TEMP" button to set the desired

    temperature. 

3. ON/OFF button

    Press the ON/OFF button to start the air 

    conditioner. No fan speed indicator displays.

    The Indoor fan speed will be automatically 

    selected LOW.

    

Start

Stop

Start

COOL/HEAT/HEALTH operation

The temperature cannot be controlled under FAN only mode. 

While in this mode, only steps 1, 3 and 4 may be performed.
NOTES:
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В автоматическом режиме AUTO 
кондиционер сам включает охлаждение, 
отопление (только у моделей с обратным 
циклом) и вентилятор в зависимости от 
заданной температуры и температуры в 
помещении.
Установленные настройки сохраняются в 
памяти микрокомпьютера кондиционера. 
При следующем включении (нажатии кнопки 
ON/OFF на пульте ДУ) кондиционер начнет 
работать с теми же настройками. 

Включение
Убедитесь, что кондиционер подключен к 
действующей сети. На экране внутреннего 
блока загорится индикатор «Включено».
1. Кнопка выбора режима (MODE).
 Выбрать AUTO.
2. Кнопка Температура (TEMP)
 Установить нужную температуру. Обычно  
 устанавливают температуру в диапазоне  
 от 21 до 28 ºС.
3. Кнопка включения (ON/OFF) 
 Включить кондиционер кнопкой ON/OFF.

Выключение
Кнопка включения (ON/OFF) 
Выключить кондиционер кнопкой ON/OFF.
Если вам некомфортно при режиме 
AUTO, можете вручную настроить другие 
параметры. Выбирая режим AUTO, не 
нужно настраивать скорость вентилятора. 
Частота вращения вентилятора регулируется 
автоматически.

 Автоматический режим Режимы COOL/HEAT/HEALTH

Включение
Убедитесь, что кондиционер подключен к 
действующей сети.
1. Выбор режима (MODE)
 Выбрать режим COOL, HEAT (только   
 моделей с обратным режимом) или  
    HEALTH.
2. Кнопка Температура (TEMP)
 Установить нужную температуру. Наиболее  
 комфортной считается температура от 21  
 до 28 ºС.
3. Кнопка выбора скорости вентилятора (FAN  
 SPEED)
 Выбрать AUTO, LOW, MED или HIGH.
4. Кнопка включения (ON/OFF) 
 Включить кондиционер кнопкой ON/OFF.  
 На экране внутреннего блока загорится  
 индикатор «Включено». В зависимости от  
 температуры в помещении будет настроен  
 режим работы, и примерно через 3 минуты  
 включится кондиционер. В режиме  
 HEALTH кондиционер включается сразу.

Выключение
Кнопка включения (ON/OFF) 
Выключить кондиционер кнопкой ON/OFF.

ПРИМЕЧАНИЕ:В режиме FAN ONLY нельзя регулировать температуру. 
В этом режиме можно выполнять только шаги 1, 3 и 4.

TEMP Button : Push this button to decrease the indoor

temperature setting.

RESET Button: When you press the recessed RESET button,

all current settings are cancelled and the control will return to

the initial settings.

SLEEP Button: Press this button to go into the Energy-Saving

operation mode. Press it again to cancel. This function is only

can be used on COOL, HEAT and AUTO mode and maintain the

most comfortable temperature for you.

2

NOTE: COOL only model has no HEAT feature.!

1

6

ON/OFF Button: Push this button to start operation, push the

button again to stop operation.

9

TEMP Button : Push this button to increase the indoor

temperature setting .

2

AIR DIRECTION Button: Press this button to change the swing

angle of the louver. The swing angle of the louver is 6 for

each press. When the louver swing at a certain angle which

would affect the cooling and heating effect of the air conditioner,

it would automatically change the swing direction . No symbol

will appear in the display area when press this button. (Not

applicable to units without this function).

o

MODE Selection Button: Each time the button is pressed, the

operation mode is shifted in the direction of the arrow:

AUTO COOL DRY HEAT FAN

3

FAN SPEED Button: Used to select the Fan Speed in four steps-

AUTO LOW MED or HIGH. Each time the button is pressed,

the fan speed mode is shifted.

8

TIMER ON Button: Press this button to initiate the auto-on time

sequence. Each press will increase the auto-timed setting in 30

minutes increments. When the setting time displays 10:00, each

press will increase the auto-timed setting 60 minutes increments.

To cancel the auto-timed program, simply adjust the auto-on time

to 0:00.

10

11

4

5

NOTE: While the unit is running under SLEEP operation

mode, it would be canceled if you press the other button.

!
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Model

Transmission Distance

Lowest Voltage of CPU

Emitting Signal

Rated Voltage

R51M/(C)E, R51M/BG(C)E, RG51M2/(C)E,
RG51A/(C)E, RG51M3/(C)E.

-5 C 60 C

8m (when using 3.0 voltage,

it Gets 11m)

3.0V(Alkaline dry batteries LR03 2)

2.0V

~

Remote Controller Specification

Performance Features

Features of the Remote controller buttons

1. Operating Mode: AUTO COOL DRY

HEAT(Cooling only model without) and FAN .

2. Timer Setting Function in 24 hours.

3. Indoor Setting Temperature Range : 17 C~30 C.

4. Full function of LCD (Liquid Crystal Display)

5. Back light emitting(only available for R51M/BG(C)E models)

Fig. 1
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SET TEMPERATURE

SWING

LED
DISPLAY TURBO

SWING Button: Push this switch button to activate auto

swing feature of the horizontal louver. Push it again to stop.

LED DISPLAY Button: Press this button to clear the digit

display in the air conditioner, press it again to activate it (Not

available for the units without LED display window).
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NOTE:
: Indicates optional

button.

M odels RG51M2/(C)E:
without 14 and 15
buttons.

Models RG51M3/(C)E:
without 7 , 14 and
15 buttons.

Models R51M/(C)E
and R51M/BG(C)E:
without 15 button.

CLEAN
AIR

15*

*

Режим осушения
Включение
Убедитесь, что кондиционер подключен к 
действующей сети. На панели внутреннего 
блока начнет мигать световой сигнал 
«Включено».
1. Выбор режима (MODE)
 Выбрать DRY.
2. Кнопка Температура (TEMP)
 Кнопкой TEMP установить нужную  
 температуру в помещении.
3. Кнопка включения (ON/OFF) 
 Включить кондиционер кнопкой ON/OFF.  
 Скорость вентилятора не показана.  
 Скорость внутреннего вентилятора  
 автоматически устанавливается LOW.



In DRY mode, due to the temperature difference between the setting temperature 

and the actual  indoor temperature, the unit will automatically operate in COOL or 

HEALTH mode.

Timer operation

To press the TIMER ON button can set the auto-on 

time of the unit. To press the TIMER OFF button 

can set the auto-off time of the unit.

1. Press the TIMER ON button. The remote 

    controller shows TIMER ON, the last Auto-on 

    setting time and the signal "h" will be shown on 

    the LCD display area. Now it is ready to 

    reset the Auto-on time to START the operation.

2. Push the TIMER ON button again to set desired

    Auto-on time. Each time you press the button, 

    the time increases by half an hour between 0 

    and 10 hours and by one hour between 10 and 

    24 hours.

3. After setting the TIMER ON ,there will be a one-

    half second delay before the remote controller 

    transmits the signal to the air conditioner. Then,

    after approximately another 2 seconds, the 

    signal "h" will disappear and the set temperature

    will re-appear on the LCD display window.

 To set the Auto-on time.

To set the Auto-off time.
1. Press the TIMER OFF button. The remote 
    controller shows TIMER OFF, the last Auto-off 
    setting time and the signal "h" will be shown on 
    the LCD display area. Now it is ready to 
    reset the Auto-off time to START the operation.
2. Push the TIMER OFF button again to set desired
    Auto-off time. Each time you press the button, 
    the time increases by half an hour between 0 
    and 10 hours and by one hour between 10 and 
    24 hours.
3. After setting the TIMER OFF ,there will be a one-
    half second delay before the remote controller 
    transmits the signal to the air conditioner. Then,
    after approximately another 2 seconds, the 
    signal "h" will disappear and the set temperature
    will re-appear on the LCD display window.

   When you select the timer operation, the remote controller automatically
   transmits the timer signal to the indoor unit for the specified time. 
   Therefore, keep the remote controller in a location where it can transmit 
   the signal to the indoor unit properly.
   The effective operation time set by the remote controller for the timer 
   function is limited to the following settings: 0.5, 1.0, 1.5, 2.0, 2.5, 3.0, 
   3.5, 4.0, 4.5, 5.0, 5.5, 6.0, 6.5, 7.0, 7.5, 8.0, 8.5, 9.0, 9.5, 10, 11, 12, 13,
   14, 15,16,17, 18, 19, 20, 21, 22, 23 and 24.

CAUTION!

Example of timer setting

TIMER ON

Start

Off

6 hours later

(Auto-on Operation)

The TIMER ON feature is useful 

when you want the unit to turn on 

automatically before say when you 

return home. The air conditioner will 

automatically start operating at the 

set time.

To start the air conditioner in 6 hours.

1. Press the TIMER ON button, the 

    last setting of starting operation 

    time and the signal "h" will show 

    on the display area.

2. Press the TIMER ON button to display

    "6:0h" on the TIMER ON display of

    the remote controller.

3. Wait for 0.5 second and the TIMER 

    ON indicator stops flashing and this

    function is activated. The digital 

    display area will show the tempera-

    ture again.

TIMER ON

Example:

h

Set

ON/OFF button

Push this button again to stop the air conditioner.

Stop

Note: The fan speed cannot be adjusted when the unit is in AUTO and 

          DRY mode.
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Выключение
Кнопка включения (ON/OFF) 
Выключить кондиционер кнопкой ON/OFF.
Примечание: Скорость вентилятора не регулируется в режимах AUTO 
и DRY. 
 В режиме DRY кондиционер автоматически переключается в режимы COOL или  
 HEALTH и DRY, определяя разницу между фактической температурой  
 в помещении и температурой, установленной на  
 пульте ДУ.

TEMP Button : Push this button to decrease the indoor

temperature setting.

RESET Button: When you press the recessed RESET button,

all current settings are cancelled and the control will return to

the initial settings.

SLEEP Button: Press this button to go into the Energy-Saving

operation mode. Press it again to cancel. This function is only

can be used on COOL, HEAT and AUTO mode and maintain the

most comfortable temperature for you.
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NOTE: COOL only model has no HEAT feature.!
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ON/OFF Button: Push this button to start operation, push the

button again to stop operation.
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TEMP Button : Push this button to increase the indoor

temperature setting .
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AIR DIRECTION Button: Press this button to change the swing

angle of the louver. The swing angle of the louver is 6 for

each press. When the louver swing at a certain angle which

would affect the cooling and heating effect of the air conditioner,

it would automatically change the swing direction . No symbol

will appear in the display area when press this button. (Not

applicable to units without this function).

o

MODE Selection Button: Each time the button is pressed, the

operation mode is shifted in the direction of the arrow:

AUTO COOL DRY HEAT FAN
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FAN SPEED Button: Used to select the Fan Speed in four steps-

AUTO LOW MED or HIGH. Each time the button is pressed,

the fan speed mode is shifted.
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TIMER ON Button: Press this button to initiate the auto-on time

sequence. Each press will increase the auto-timed setting in 30

minutes increments. When the setting time displays 10:00, each

press will increase the auto-timed setting 60 minutes increments.

To cancel the auto-timed program, simply adjust the auto-on time

to 0:00.
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NOTE: While the unit is running under SLEEP operation

mode, it would be canceled if you press the other button.

!
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Model

Transmission Distance

Lowest Voltage of CPU

Emitting Signal

Rated Voltage

R51M/(C)E, R51M/BG(C)E, RG51M2/(C)E,
RG51A/(C)E, RG51M3/(C)E.

-5 C 60 C

8m (when using 3.0 voltage,

it Gets 11m)

3.0V(Alkaline dry batteries LR03 2)

2.0V

~

Remote Controller Specification

Performance Features

Features of the Remote controller buttons

1. Operating Mode: AUTO COOL DRY

HEAT(Cooling only model without) and FAN .

2. Timer Setting Function in 24 hours.

3. Indoor Setting Temperature Range : 17 C~30 C.

4. Full function of LCD (Liquid Crystal Display)

5. Back light emitting(only available for R51M/BG(C)E models)

Fig. 1
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Environment

SET TEMPERATURE

SWING

LED
DISPLAY TURBO

SWING Button: Push this switch button to activate auto

swing feature of the horizontal louver. Push it again to stop.

LED DISPLAY Button: Press this button to clear the digit

display in the air conditioner, press it again to activate it (Not

available for the units without LED display window).
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NOTE:
: Indicates optional

button.

M odels RG51M2/(C)E:
without 14 and 15
buttons.

Models RG51M3/(C)E:
without 7 , 14 and
15 buttons.

Models R51M/(C)E
and R51M/BG(C)E:
without 15 button.

CLEAN
AIR

15*

*

Работа с таймером
Время включения по таймеру устанавливается 
нажатием кнопки TIMER ON. Время выключения 
по таймеру устанавливается нажатием кнопки 
TIMER OFF.
Настройка времени включения по таймеру
1. Нажать кнопку TIMER ON. На экране пульта  
 ДУ появится TIMER ON, последнее   
 настроенное время включения по таймеру  
 и символ “h”. Теперь можно установить время  
 включения по таймеру.
2. Нажать кнопку TIMER ON еще раз и установить  
 время включения. В диапазоне от 0 до 10 часов  
 с каждым нажатием кнопки время  
 увеличивается на 30 минут, а в диапазоне от 10  
 до 24 часов – на 1 час.
3. После настройки времени включения по  
 таймеру наступит пауза 0,5 секунды, а затем  
 пульт ДУ передаст сигнал на кондиционер.  
 После этого, примерно через 2 секунды,  
 исчезнет буква h, и в цифровой области экрана  
 вновь появится установленная температура.
Настройка времени выключения по таймеру
1. Нажать кнопку TIMER OFF. На экране пульта  
 ДУ появится TIMER OFF, последнее  
 настроенное время выключения по таймеру  
 и символ “h”. Теперь можно установить время  
 выключения по таймеру.
2. Нажать кнопку TIMER OFF еще раз и  
 установить время выключения. В диапазоне от  
 0 до 10 часов с каждым нажатием кнопки время  
 увеличивается на 30 минут, а в диапазоне от 10  
 до 24 часов – на 1 час.
3. После настройки времени выключения по  
 таймеру наступит пауза 0,5 секунды, а затем  
 пульт ДУ передаст сигнал на кондиционер.  
 После этого, примерно через 2 секунды,  
 исчезнет буква h, и в цифровой области экрана  
 вновь появится установленная температура.

ОСТОРОЖНООСТОРОЖНО
Если включен таймер, то пульт ДУ автоматически передаст сигнал 
на внутренний блок в заданное время. Поэтому нужно держать 
пульт в таком месте, чтобы его сигнал беспрепятственно дошел до 
внутреннего блока.
Возможны следующие варианты настройки таймера: 0,5, 1,0, 1,5, 2,0, 
2,5, 3,0, 3,5, 4,0, 4,5, 5,0, 5,5, 6,0, 6,5, 7,0, 7,5, 8,0, 8,5, 9,0, 9,5, 10, 11, 
12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23 и 24 часов.

Настройка таймера: пример

Через 6 часовНастроено

Выключено

Включить

Настройка таймера: пример
TIMER ON
(Автоматическое включение)
Функция включения по таймеру полезна, 
если вы, например, хотите, чтобы 
кондиционер автоматически включился 
к вашему возвращению домой. 
Кондиционер автоматически включится в 
заданное время.
Пример:
Включить кондиционер в 6 часов.
1. Нажать кнопку TIMER ON: на экране
 появится последнее настроенное
 время включения по таймеру и символ
 “h”.
2. Кнопкой TIMER ON установить на
 экране пульта ДУ время «6:0h».
3. Подождать 0,5 секунды, индикатор
 TIMER ON перестанет мигать, и
 функция будет включена. На
 экране снова появится заданная
 температура.
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TIMER OFF

Stop

On

Set             10 hours later

(Auto-off Operation)

The TIMER OFF feature is useful when 

you want the unit to turn off automatically 

after you go to bed. The air conditioner

will stop automatically at the set time.

To stop the air conditioner in 10 hours. 

1. Press the TIMER OFF button, the last

    setting of stopping operation time and

    the signal "h" will show on the display 

    area.

2. Press the TIMER OFF button to display

    "10h" on the TIMER OFF display of

    the remote controller.

3. Wait for 0.5 second and the TIMER OFF 

    indicator stops flashing and this function 

    is activated. The digital display area will 

    show the temperature again.

TIMER OFF

Example:

h

TIMER ON  OFF

h

On
Stop

2 hours later
after setting

Set
To stop the air conditioner 2 hours after

setting and start it again 10 hours after

setting.

1. Press the TIMER OFF button.

2. Press the TIMER OFF button again to 

    display 2.0h on the TIMER OFF display.

3. Press the TIMER ON button.

4. Press the TIMER ON button again to 

    display 10h on the TIMER ON display .

5. Wait for the remote control to display

    the setting temperature.

TIMER OFF  TIMER ON

(On  Stop  Start operation)

This feature is useful when you want to 

stop the air conditioner after you go to bed,

and start it again in the morning when you 

wake up or when you return home.

Example:

COMBINED TIMER 
(Setting both ON and OFF timers 
simultaneously)

Start

Example:

TIMER ON  TIMER OFF
(Off  Start  Stop operation)
This feature is useful when you want to start 
the air conditioner before you wake up and 
stop it after you leave the house.

To start the air conditioner 2 hours after 

setting, and stop it 5 hours after setting.

1. Press the TIMER ON button.

2. Press the TIMER ON button again  to 

    display 2.0h on the TIMER ON display.

3. Press the TIMER OFF button.

4. Press the TIMER OFF button again to 

    display 5.0h on the TIMER OFF display .

5. Wait for the remote control to display

    the setting temperature.

Off Stop

Start

10 hours later
after setting

TIMER ON  OFF

h

2 hours later
after setting

2 hours later
after setting

Set

   The timer setting(TIMER ON or TIMER OFF) that in sequence occurs
   directly after the set time will be activated first.
   If the same time is set for both TIMER ON and TIMER OFF settings, no
   timer operation is performed. The air conditioner may stop operating,
   either immediately or after approximately 10 minutes.

CAUTION!

Sleep button function

1

When you press the SLEEP button, the 

economic running function will be activated.

During Cooling, Heating or AUTO operation, 

the set temperature of the air conditioner 
owill automatically increase or decrease 1 C 

per hour for 2 hours. After 2 hours, the set 

point will continue at that temperature and

the fan motor will be set to LOW speed. 

The sleep mode function can maintain the

most comfortable temperature and save 

more energy for you.

NOTE: The SLEEP function is only available

            under Cooling, Heating and AUTO

            operation.
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TIMER OFF
(Автоматическое выключение)
Функция TIMER OFF удобна, если вы, 
например, хотите, чтобы кондиционер 
автоматический выключился, когда 
вы пойдете спать. Кондиционер 
автоматически выключится в заданное 
время.
Пример:
Выключить кондиционер через 10 часов.
1. Нажать кнопку TIMER OFF: на экране
 появится последнее настроенное
 время выключения по таймеру и
 символ “h”.
2. Кнопкой TIMER OFF установить на
 экране пульта ДУ время «10h».
3. Подождать 0,5 секунды, индикатор
 TIMER OFF перестанет мигать, и
 функция будет включена. На
 экране снова появится заданная
 температура.
СЛОЖНЫЙ ТАЙМЕР
(Функции ON и OFF одновременно)
TIMER OFF — > TIMER ON
(Включено — > Выключить — > Включить)
Этой функцией удобно пользоваться, 
если вы хотите выключить кондиционер, 
отправляясь спать, и включить его 
утром, проснувшись, или ко времени 
возвращения домой.

Пример:
Выключить кондиционер через 2 часа 
после настройки и включить его через 10 
часов после настройки.
1. Нажать кнопку TIMER OFF.
2. Кнопкой TIMER OFF установить на
 экране пульта ДУ время «2.0h».
3. Нажать кнопку TIMER ON.
4. Кнопкой TIMER ON установить на
 экране пульта ДУ время «10h».
5. Дождаться, пока на экране пульта ДУ
 появится заданная температура.

Включено

Настроено

Настроено Через 10 часов
Выключить

Настроено Через 2 часа после  
настройки

Через 10 часа после  
настройки

Включить

Выключить
Включено

Через 2 часа после  
настройки

Через 2 часа после  
настройки

Настроено

Выключено

Включить

Выключить

ОСТОРОЖНО

TIMER ON — > TIMER OFF
(Выключено — > Включить — > Выключить)
Этой функцией удобно пользоваться, если вы 
хотите включить кондиционер, перед тем как 
встать, и выключить, уходя из дома.
Пример:
Включить кондиционер через 2 часа после 
настройки и выключить его через 5 часов 
после настройки.
1. Нажать кнопку TIMER ON.
2. Кнопкой TIMER ON установить на экране
 пульта ДУ время «2.0h».
3. Нажать кнопку TIMER OFF.
4. Кнопкой TIMER OFF установить на
 экране пульта ДУ время «5.0h».
5. Дождаться, пока на экране пульта ДУ
 появится заданная температура.

Время срабатывания таймера (TIMER ON или TIMER OFF) 
устанавливается относительно времени настройки таймера.
Если обе команды настроены на одно и то же время, таймер не будет 
работать. Кондиционер может выключиться немедленно или примерно 
через 10 минут.

Экономичный режим
Нажатием кнопки SLEEP включается 
экономичный режим работы кондиционера. 
В режимах Cooling, Heating и AUTO заданная 
температура будет в течение 2 часов 
автоматически повышаться или понижаться 
на 1 °C в час. Через 2 часа изменение 
температуры прекратится, и включится 
скорость вентилятора LOW. В режиме SLEEP 
экономится энергия и поддерживается 
наиболее комфортная температура. 

ПРИМЕЧАНИЕ: Функция SLEEP доступна 
только в режимах Cooling, Heating и AUTO.

Выключено



Reset and Lock buttons function

1

1. When you press the recessed LOCK button,

    all current settings are locked in and remote

    controller does not accept any operation 

    except that of the LOCK.

    Use the LOCK mode when you want to pre-

    vent settings from being changed accidentally.

    Press the LOCK button again when you want

    to cancel the LOCK mode.

    A lock symbol will appear on the bottom right

    hand side of the remote controller display 

    when the LOCK function is activated.

2. When you press the recessed RESET button,

    all current settings are cancelled and return

    to original factory settings.

 

2

Air direction button function

Use the SWING button to activate AUTO swing 

function and lock louver in desired position.

 1. When press this button once and quickly, the

     air flow direction setting feature of the louver is 

     activated. The moving  angle  of the louver is 
o     6  for each press. Keep pressing the SWING

     button to move the louver to the desired position.

2. When press the button without releasing for 2 

    more seconds, the auto swing feature of the 

    louver is activated. The horizontal louver would 

    swing automatically. Press it again to stop. 

NOTE: When the louver swing or move to a 

            position which would affect the cooling 

            and heating effect of the air conditioner,

            it would automatically change the swing/

            moving direction(upward or downward).

 

1
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Cautions

1. When replacing batteries, do not use old batteries or different type
    batteries. Otherwise it may cause the remote controller to malfunction.
2. If you do not use the remote controller for a few weeks or more, remove
    the batteries. Otherwise,  battery leakage may damage the remote 
    controller.
3. The average battery life during normal use is approximately half a year.
    Replace the batteries when there is no receiving beep from the indoor 
    unit or if the transmission indicator on the remote controller fails to light. 
4. Be sure there are no barriers between the remote controller and the receiver 
    of indoor unit otherwise the air conditioner will not  work.
5. Keep the Remote Controller away from all liquids.
6. Protect the Remote Controller from high temperatures and exposure to 
    radiation.
7. Keep the indoor receiver out of direct sunlight or the Air Conditioner may 
    malfunction.
8. Keep controller away from EMI (Electro-Magnetic Interference) supplied by
    other household appliances.
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1. При замене батарей не устанавливайте
 старые батареи или батареи разных видов. Это может вызвать
 неисправность пульта ДУ.
2. Перед длительным (несколько недель) перерывом в использовании
 пульта ДУ нужно вынуть батареи из пульта. Иначе батареи могут
 протечь и повредить пульт.
3. В среднем батареи работают примерно полгода при нормальной
 нагрузке. Замените батареи, когда внутренний блок перестанет
 подавать ответные звуковые сигналы или перестанет загораться
 индикатор передачи на пульте.
4. Между пультом дистанционного управления и приемником на
 внутреннем блоке не должно быть препятствий, иначе кондиционер не
 будет работать.
5. Берегите пульт ДУ от жидкостей.
6. Берегите пульт ДУ от воздействия высокой температуры и излучения.
7. Не допускайте попадания прямых солнечных лучей на пульт ДУ, иначе
 кондиционер не будет работать.
8. Не допускайте воздействия на пульт ДУ электромагнитного излучения
 от других бытовых электроприборов.

Кнопки Reset и Lock

Кнопка AIR DIRECTION

1. При нажатии углубленной кнопки LOCK
 фиксируются все текущие настройки,
 и пульт ДУ не реагирует на любые
 команды, кроме нажатия кнопки LOCK.
 Этот режим удобен для защиты от
 случайного изменения настроек.
 Повторным нажатием кнопки «замок»
 выключается. Когда включен «замок», в
 правом нижнем углу экрана на пульте
 ДУ появляется соответствующий
 индикатор.
2. При нажатии углубленной кнопки RESET
 происходит сброс всех текущих настроек,
 и восстанавливаются первоначальные
 настройки системы.

Кнопка SWING включает автоматическое 
перенаправление воздушного потока и 
останавливает направляющую решетку в нужном 
положении.
1. Чтобы включить настройку положения
 решетки, нужно один раз быстро нажать
 кнопку SWING. С каждым нажатием
 кнопки угол наклона изменяется на 6º.
 Нажимая кнопку SWING, поверните
 решетку в нужное положение.
2. Если нажать кнопку SWING и удерживать
 ее нажатой 2 секунды, включится функция
 автоматического направления воздуха.
 Горизонтальная решетка начнет качаться
 Повторное нажатие кнопки выключает
 движение. 

ПРИМЕЧАНИЕ: Если угол изменится настолько, что 
положение решетки будет уменьшать охлаждающее 
или нагревающее действие кондиционера, то 
направление движения решетки изменится 
автоматически (вверх или вниз).

Осторожно
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